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DETAILED ACTION 

This is a reply to the Applicant's amendment submitted on 09/07/2005. By virtue of this 
amendment, claims 3-4, 6-9, 1 1-17, 19-26, 55-62 and 75-79 are now pending. 

Claim Objections/Minor Informalities 
1. Claims 3, 4, 6-9, 1 1-15, 19, 22, 25, 26, 78 and 79 are objected to because of the following 
informalities: 

It is suggested to change "clock signal" to -output clock signal- in the following claims 
as indicated below: 

Claim 3, lines 4-6; 
Claim 4, lines 4-6; 
Claim 6, lines 3 and 5; 
Claim 7, lines 3 and 5; 
Claim 8, lines 5-6; 
Claim 9, lines 5-6; 
Claim 11, lines 4, 6 and 8; 
Claim 12, lines 4, 6 and 8; 
Claim 13, lines 4 and 6; 
Claim 14, lines 4 and 6; 
Claim 15, lines 4 and 6; 
Claim 19, lines 4 and 5; 
Claim 22, lines 4 and 5; 
Claim 25, lines 5 and 7; 
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Claim 26, lines 5 and 7; 
Claim 78, lines 3 and 6; and 
Claim 79, lines 4 and 6. 
Appropriate correction is required. 

Drawings 

2. The drawings are objected to under 37 CFR 1.83(a). The drawings must show every 
feature of the invention specified in the claims. Therefore, the recitation, in claim 13, u at least 
one of a power supply potential and a ground potential of said buffer circuit varies using a 
control signar and the recitation, in claim 14, "a substrate potential of a transistor included in 
said buffer circuit varies using a control signal" must be shown or the feature(s) canceled from 
the claim(s). No new matter should be entered. 

Corrected drawing sheets in compliance with 37 CFR 1 . 121(d) are required in reply to 
the Office action to avoid abandonment of the application. Any amended replacement drawing 
sheet should include all of the figures appearing on the immediate prior version of the sheet, 
even if only one figure is being amended. The figure or figure number of an amended drawing 
should not be labeled as "amended." If a drawing figure is to be canceled, the appropriate figure 
must be removed from the replacement sheet, and where necessary, the remaining figures must 
be renumbered and appropriate changes made to the brief description of the several views of the 
drawings for consistency. Additional replacement sheets may be necessary to show the 
renumbering of the remaining figures. Each drawing sheet submitted after the filing date of an 
application must be labeled in the top margin as either "Replacement Sheet" or "New Sheet" 
pursuant to 37 CFR 1 . 121(d). If the changes are not accepted by the examiner, the applicant will 
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be notified and informed of any required corrective action in the next Office action. The 
objection to the drawings will not be held in abeyance. 

Claim Rejections - 35 USC §103 

3. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

4. Claims 3-4, and 13-14 are rejected under 35 U.S.C. 103(a) 35 U.S.C. 103(a) as being 
unpatentable over Yen (U.S. Patent No. 6,501,307) in view of Applicant Admitted Prior Art (See 
Remarks, filed 09/07/2005, pgs. 20-21). 

With respect to claim 3, Yen discloses, in Figs. 2 and 7B, a clock generation circuit 
comprising a frequency-multiplying circuit [14] receiving an input of a reference clock signal 
and outputting a same or frequency-multiplied clock signal of the reference clock signal, a 
buffering portion [20] buffering the clock signal, the buffering portion includes at least one 
buffer circuit buffering the clock signal such that a logic low period and a logic high period of 
the clock signal are different from each other [Fig. 7B]. 

Yen fails to disclose that at least one of a power supply potential or a ground potential in 
the buffer circuit is different from another power supply voltage or ground voltage in the 
buffering portion. 

The Applicant admitted that the technology of using a control signal to vary the power 
supply potential and the ground potential of a buffer circuit is well-known, such technology is 
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implemented in devices such as "Longrun2" of Transmeta Corporation and "Extended Intel 
SpeedStep" in Pentium M of Intel Corporation (see Remarks filed 09/07/2005, page 21). 

To configure the circuit of Yen with a buffer circuit having a control signal to vary a 
power or ground potential of a buffer circuit would have been obvious to one of ordinary in the 
art at the time of the invention since such configuration would provide potential control 
versatility as taught by the Applicant Admitted Prior Art. 

With respect to claim 4, Yen discloses, in Fig. 2, a clock generation circuit comprising a 
frequency-multiplying circuit [14] receiving an input of a reference clock signal and outputting a 
same or frequency-multiplied clock signal of the reference clock signal. 

Yen fails to disclose a buffering portion buffering the clock signal, the buffering portion 
includes at least one buffer circuit buffering the clock signal such that a logic low period and a 
logic high period of the clock signal are different from each other, and a substrate potential of a 
transistor included in the buffer circuit is different from a substrate potential of another transistor 
included in the buffering portion. 

The Applicant admitted that the technology of controlling the threshold voltage Vth by 
varying the substrate voltage of transistors in a buffer circuit is well-known, this technology has 
been used in the VT-CMOS technology and others; controlling the threshold voltage Vth by 
varying the substrate voltage is described by T. Kuroda, et al. (see Remarks filed 09/07/2005, 
page 21). 

To configure the circuit of Yen with a buffer circuit having different substrate potential 
between transistors would have been obvious to one of ordinary in the art at the time of the 



Application/Control Number: 1 0/682, 1 66 Page 6 

Art Unit: 2816 

invention since such configuration would provide variable threshold voltage control as taught by 
the Applicant Admitted Prior Art. 

With respect to claim 13, Yen discloses, in Figs. 2 and 7B, a clock generation circuit 
comprising a frequency-multiplying circuit [14] receiving an input of a reference clock signal 
and outputting a same or frequency-multiplied clock signal of the reference clock signal; and a 
buffering portion [20] buffering the clock signal, in which the buffering portion includes at least 
one buffer circuit for changing a duty ratio [shown in Fig. 7B] of the clock signal. 

Yen fails to show at least one of a power supply potential and a ground potential of the 
buffer circuit varies using a control signal. 

The Applicant admitted that the technology of using a control signal to vary the power 
supply potential and the ground potential of a buffer circuit is well-known, such technology is 
implemented in such devices as "Longrun2" of Transmeta Corporation and "Extended Intel 
SpeedStep" in Pentium M of Intel Corporation (see Remarks filed 09/07/2005, page 21). 

To configure the circuit of Yen with a buffer circuit having a control signal to vary a 
power or ground potential of a buffer circuit would have been obvious to one of ordinary in the 
art at the time of the invention since such configuration would provide potential control 
versatility as taught by the Applicant Admitted Prior Art. 

With respect to claim 14, Yen discloses, in Figs. 2 and 7B, a clock generation circuit 
comprising a frequency-multiplying circuit [14] receiving an input of a reference clock signal 
and outputting a same or frequency-multiplied clock signal of the reference clock signal; and a 
buffering portion [20] buffering the clock signal and the buffering portion includes at least one 
buffer circuit for changing a duty ratio of the output clock signal. 
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Yen fails to disclose a substrate potential of a transistor included in buffer circuit varies 
using a control signal. 

The Applicant admitted that the technology of using a control signal to vary the substrate 
potential of a transistor included in a buffer circuit is well-known, this technology has been used 
in the VT-CMOS technology and others; controlling the threshold voltage Vth by varying the 
substrate voltage is described by T. Kuroda, et al (see Remarks filed 09/07/2005, page 21). 

To configure the circuit of Yen with a buffer circuit having a control signal to vary a 
substrate potential of a transistor would have been obvious to one of ordinary in the art at the 
time of the invention since such configuration would provide versatility in variable threshold 
voltage control as taught by the Applicant Admitted Prior Art. 

5. Claims 6, 19-21 and 79 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Yen (U.S. Patent No. 6,501,307) in view of Yamaguchi et al. (U.S. Patent No. 6,389,091). 

With respect to claims 6, 19 and 79, Yen discloses, in Fig. 2, a clock generation circuit 
comprising a frequency-multiplying circuit [14] receiving an input of a reference clock signal 
and outputting a same or frequency-multiplied clock signal of the reference clock signal, the 
clock signal having a logic high period and a logic low period different from each other [Fig. 
7B]; and a buffering portion [20] buffering the clock signal or for changing a duty ratio of the 
clock signal [Fig. 7B]. 

Yen fails to teach the frequency-multiplied circuit includes a) a ring oscillator, b) a 
comparator comparing a phase of the clock signal output from the ring oscillator with a phase of 
the reference clock signal, c) a counter determining a digital count value based on a phase 
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comparison result output from the comparator, and d) a control circuit 
incrementing/decrementing the digital count value in response to a rising/falling of the clock 
signal, the ring oscillator including a delay line varying a delay time in accordance with the 
digital count value. 

Yamaguchi et al. discloses, in Fig. 4, a frequency multiplier including a) a ring oscillator 
[46-1 . . .46-g, 47], b) a comparator [41] comparing a phase of the clock signal output from the 
ring oscillator with a phase of the reference clock signal, c) a counter [43] determining a digital 
count value based on a phase comparison result output from the comparator, and d) a control 
circuit [44] incrementing/decrementing the digital count value in response to a rising/falling of 
the clock signal when a count value control signal has a prescribed value, the ring oscillator 
including a delay line varying a delay time in accordance with the digital count value. 

To configure the circuit of Yen with a frequency multiplier as taught by Yamaguchi et al. 
with simple architecture would have been obvious to one of ordinary skill in the art at the time of 
the invention since Yamaguchi et al. teaches that such configuration of the frequency multiplier 
provides synchronously reproducing a clock signal which is a selective frequency multiple of the 
input clock signal. 

With respect to claim 20, the combination of Yen and Yamaguchi et al. discloses that the 
count value control signal takes the prescribed value is determined in accordance with the digital 
count value. 

With respect to claim 21, the combination of Yen and Yamaguchi et al. discloses that 
whether the count value control signal takes the prescribed value is determined in accordance 
with a frequency of the clock signal. 
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6. Claim 7 is rejected under 35 U.S.C. 103(a) as being unpatentable over Yen (U.S. Patent 
No. 6,501,307) in view of Suda (U.S. Pub. No. 2004/0247066. 

With respect to claim 7, Yen discloses, in Fig. 2, a clock generation circuit comprising a 
frequency-multiplying circuit [14] receiving an input of a reference clock signal and outputting a 
same or frequency-multiplied clock signal of the reference clock signal, the clock signal having a 
logic high period and a logic low period different from each other [Fig. 7B]; and a buffering 
portion [20] buffering the clock signal. 

Yen fails to teach the frequency-multiplied circuit includes a) a ring oscillator, b) a 
comparator comparing a phase of the clock signal output from the ring oscillator with a phase of 
the reference clock signal, c) a counter determining a digital count value based on a phase 
comparison result output from the comparator, and the ring oscillator including 
first and second delay lines connected in series for receiving the digital count value for 
determining a delay time, and a selector selecting and outputting an input from one of the first 
and second delay lines in accordance with said clock signal. 

Suda discloses, in Figs. 1 and 16, paragraph [0264], lines 6-8, a frequency multiplier 
including a) a ring oscillator [3], b) a comparator [1] comparing a phase of the clock signal 
output from the ring oscillator with a phase of the reference clock signal, c) a counter [2] 
determining a digital count value based on a phase comparison result output from the 
comparator, and the ring oscillator including first and second delay lines (from 115) connected in 
series for receiving the digital count value for determining a delay time, and a selector [116] 
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selecting and outputting an input from one of the first and second delay lines in accordance with 
said clock signal. 

To configure the circuit of Yen with a frequency multiplier as taught by Suda which have 
small power consumption would have been obvious to one of ordinary skill in the art at the time 
of the invention since Suda teaches that such configuration of the frequency multiplier can be 
readily reduced in size, enable a locked loop in a high band and have high reliability (see Suda, 
paragraph [0023], lines 3-5). 

Allowable Subject Matter 

7. Claims 8-9, 1 1-12, 15-17, 22-26, 55-62, 75-78 are allowed 

8. The following is a statement of reasons for the indication of allowable subject matter: 
The closest prior art of record does not show or fairly suggest: 

a) A clock generation circuit, in which in a duty ratio control signal, a period of time 
during which both of clock signal and the duty ratio control signal are logic high is different 
from the other period of time, in combination with the remaining claimed limitations, as called 
for in claim 8; 

b) A clock generation circuit, in which in a duty ratio control signal, a period of time 
during which both of clock signal and the duty ratio control signal are logic low is different from 
the other period of time, in combination with the remaining claimed limitations, as called for in 
claim 9; 

c) A clock generation circuit, in which a plurality of first transistors connected in parallel 
between a power supply node and an output node and having one polarity and a driving 
capability control portion controlling on/off of the plurality of first and second transistors 
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respectively using a plurality of driving capability control signals, in combination with the 
remaining claimed limitations, as called for in claim 1 1 ; 

d) A clock generation circuit, in which a timing control portion controlling rising or 
falling timing of a signal level output from a first inverter circuit to a second inverter circuit 
using a plurality of timing control signals, in combination with the remaining claimed 
limitations, as called for in claim 12; 

e) A clock generation circuit, in which a delay circuit capable of controlling a delay time 
using a delay control signal and a logic element receiving an output signal from the delay circuit 
and the reference clock signal for outputting a clock signal, in combination with the remaining 
claimed limitations, as called for in claim 1 5; 

f) A clock generation circuit, in which a logic element receiving a selector control signal 
and a clock signal for outputting a select signal, in combination with the remaining claimed 
limitations, as called for in claim 22; 

g) A clock generation circuit, in which in a duty ratio control signal, a period of time 
during which both of clock signal and the duty ratio control signal are logic high and the other 
period of time varies, in combination with the remaining claimed limitations, as called for in 
claim 25; 

h) A clock generation circuit, in which in a duty ratio control signal, a period of time 
during which both of clock signal and the duty ratio control signal are logic low and the other 
period of time varies, in combination with the remaining claimed limitations, as called for in 
claim 26; 
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i) A system including a current measurement circuit measuring an operating current of a 
circuit receiving clock signal, in which a central processing unit controls a duty ratio of the clock 
signal or on/off of duty ratio control based on a measurement result of the operating current, in 
combination with the remaining claimed limitations, as called for in claims 55 and 56; 

j) A system including a temperature measurement circuit measuring a temperature of a 
circuit receiving clock signal, in which a central processing unit controls a duty ratio of the clock 
signal or on/off of duty ratio control based on a measurement result of the temperature, in 
combination with the remaining claimed limitations, as called for in claims 59 and 60; and 

k) A system, in which a duty ratio of a clock signal can be set by an instruction from a 
central processing unit, individually for the clock signal being supplied to a module circuit and 
for the clock signal being supplied to a prescribed external circuit, in combination with the 
remaining claimed limitations, as called for in claims 75 and 76. 

Remarks 

9. Applicant's argument filed 09/07/2005 has been seriously considered. Applicant is noted 
that claims 3-4, 13-14, 6, 19-21 and 79 have been rejected based on new ground(s) of rejection. 

Regarding Applicant's arguments with respect to claim 7, on page 28, third paragraph, 
the Applicant stated that Suda does not teach "the claimed selector to control the duty ratio ", it 
is noted that the features upon which applicant relies are not recited in the rejected claim 7. 
Although the claims are interpreted in light of the specification, limitations from the specification 
are not read into the claims. See In re Van Geuns, 988 F.2d 1 181, 26 USPQ2d 1057 (Fed. Cir. 
1993). Furthermore, regarding similar subject matter, as indicated in the office action, Yen 
discloses "a logic high period and a logic low period different from each other", see Fig. 7B, and 
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Suda discloses, in Fig. 16, items 115 and 116, "selecting and outputting an input from one of 
said first and second delay lines" . Thus, rejection to claim 7 has been sustained. 

Inquiry 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Linh M. Nguyen whose telephone number is (571) 272-1749. 
The examiner can normally be reached on Alternate Mon, Tuesday - Friday from 7:00 to 4:30. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Timothy Callahan can be reached on (571) 272-1740. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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